Figure 4

The Stabilwax® column can easily analyze 5ppm and 25ppm standards.
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30m, 0.53mm ID, 1.0um Stabilwax (cat.# 10655)
1.0uL of ethylene glycol and propylene glycol sample
in water. Open-top Uniliner direct injection liner with-
out wool (cat.# 20843-205).

Concentration: 5ppm and 25ppm

Instrument: Agilent 5890 w/7673 Autosampler

Oven temp.: 80°C (hold 1 min.) to 200°C @
8°C/min. (5.0 min.)

Inj./det. temp.: 225°C/250°C

Carrier gas: helium

Linear velocity: 50cm/sec.

Detector: FID

Septa Purge:  5.0cc/min.
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Product Listing:
B stabilwax® Columns
30m 0.32mm 1D 1.0um cat.#t 10654
30m 0.53mm ID 1.0um cat.# 10655
B Uuniliner® Sleeves
Description Column ID Inj. Mode Each® S-pack
Uniliner® Sleeve (large buffer volume chamber—385mm long for injections <4ul,) 032 & 0.53mm DI only 20308 20309
0.53mm DI or OC 20301 20305
Cyclo-Uniliner® Sleeve (for active dirty samples) 0.32 & 0.53mm DI only 20319 20320
Open-Top Uniliner® Sleeve (packed with fused silica wool) 0.32 & 0.53mm DI only 20315 20316

Uniliner® Sleeve Adaptor
(required for installing Uniliner® sleeves in %" injection ports)

includes a %" SS nut and graphite ferrule, a */i" SS
nut, and a 0.8mm ID graphite ferrule.

For injection ports <8cm: cat.# 20310 ea.

For injection ports 8-15cm: cat.# 20311 ea.

For Shimadzu: cat.# 20312 ea.

*Add the suffix “-205" to the catalog number to order without wool.
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